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ROLLINS AUTO SUPPLY CO. 

1003 MADISON ST. 
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Ttpe No. Pace 

5B Tool Kit. 5 

6 Standard Nose, 4^" Pliers. 5 

7 Parrot Nose, 4^" Pliers. 5 

8 Needle Nose, 41^* Pliers. 5 

9 Flat Nose, 4^^^ Pliers. 6 

10 Pliers Set—6, 7, 8 and 9 in metal box. 5 

lOK Pliers Kit—6, 7, 8 and 9 in fabric roll. 5 

H Spring Steel Hack Saw P>ame. 10 

13 3" Hack Saw Blades for No. 99. 10 

14 8* Hack Saw Blades for No. 99. 10 

15 M" Hack Saw Blades for No. 99. 10 

16 10^ Hack Saw Blades for No. 99. 10 

17 6" Hack Saw Blades for No. 11. 10 

iO Uatchet Wrench Set—4 in Kit. 4 

21 Opening Ratchet Wrench. 4 

22 Opening Ratchet Wrench. 4 

23 Opening Ratchet W’rench. 4 

24 Opening Ratchet W’rench. 4 

26 Screwdriver Bit for No. 21 W'rench. 4 

32 Offset Jaw for Nos. 320 and 880. 2 

35 Straight Jaw for Nos. 320 and 380. 2 

38 Extra HUOffset Jaw for Nos. 320 and 380.. 2 

77 Fan Belt Flipper. 8 

99 Adjustable Hack Saw Frame. 10 

100 Ignition Point Refacer. 10 

A100 Refacer Abrasive Wheels, Set of 6. 9 

BlOO Refacer Abrasive Wheels, Set of 6. 9 

ClOO Refacer Abrasive Wheels, Set of 6. 9 

DlOO Refacer Abrasive W’heels, Set of 6. 9 

115 Ignition Point Aligning Tool. 9 

125 I, niversal Ignition Point Refacer. 0 

240 Bar-type Valve Spring Lifter. 7 

250 Bar-type Valve Spring Lifter. 10 

260 Bar-type Valve Spring Lifter. 7 

300 Valve Spring Lifter. 4 

303 Valve Spring Lifter. 10 

307 Valve Spring Lifter. 8 

318 Valve Spring Compressor. 10 

320 Valve Spring Compressor. 4 

340 Valve Spring Lifter. 4 

345 Valve Spring Lifter. 10 

380 Valve Spring Compressor. 2 

385 Valve Spring Compressor. 2 

390 Valve Spring Compressor. 10 

395 Valve Spring Compressor, Ford 8 H.P. 10 

397 Valve Spring Compressor, .Austin 7 H.P.. . . 10 

400 Valve Spring Lifter. 4 

425 Lamp Bulb Pliers. 5 

444 Lamp Bulb Glove. 5 

500 Valve Bushing Remover. 10 

501 Valve Bushing Remover. 10 

502 Valve Guide Driver. 8 

503 V'acuum Valve Grinder, I<‘up . 7 

504 V'alve Grinding .Adaptor, 1 cup. 7 

505 Vacuum Valve Grinder, 1 —l^^cups... 7 

506 V’acuum Valve Grinder, 1 cup. 7 

506BF Vacuum Valve Grinder, cup. 7 

507 Valve Grinding .Adaptor, 1 H'’cup. 7 

509 V'alve Grinding .Adaptor, 1cup . 7 

Rubber Cups, any size. 7 

511 Valve (irinding Bushing. 7 

540 Wheelpuller. 11 

560 Piston Pin Tool. 8 

S585 W’heel Stud Riveting Set. 11 

S667 Wheel Stud Riveting Set. 11 

S570 Wheel Stud Riveting Set. 11 

S575 Wheel Stud Riveting Set. 11 

565R1) Riveting Die for Stud. 11 

567RD Riveting Die for Stud. 11 

570RD Riveting Die for Stud. 11 

575RD Riveting Die for J'tud. ll 

580 ’’Master” Wheel Stud Riveting Set. 11 

585 Riveting .Anvil for Chevrolet. 11 

600 Valve Spring Lifter. 3 

605 Valve Keeper Inserter.. 3 

610 Valve Keeper Receiver.'.. 3 

615 Valve Spring Holder Set. 10 

618 Piston Pin Tool. 8 

705 King Pin W’rench. 11 

718 King Pin Extractor. 11 

720 King Pin Extractor Set. 11 

800 Set 5 Wheelpullers in Sletal Box. 8 

818 Valve (tuide Driver. 8 

860 Valve Guide Puller Set, Ford 60. 7 

861 Valve Guide Puller, Ford 60. 7 

Jaw Plate with Rivets for 861. 7 

862 Valve Guide Driver, Ford 60. 7 

865 Vacuum Valve Grinder, IRb* cup. 7 

870 Piston Ring Filer. 9 

872 Cutter File for Piston Ring Filer. 9 

875 Piston Ringer. 9 

900 ’’Hi-Offset” Valve Spring Lifter. 3 

917 Valve Guide Retainer Driver. 6 

918 Valve Guide Puller. 6 

Jaw Plate with Rivets for 918. 6 

919 Valve Guide Driver. 8 

920 Valve Guide Puller Set. 6 

922 Valve Guide Retainers. . lO A 

923 .Adaptor for 920 for Ford 6 6 

925 Valve .Assembly Replacing Too!. 6 

1118 Valve Grinding Busning. 7 

1160 Valve Grjnding Bushing, Ford 60 . 7 

1260 Valve Grinding Bushing, British Ford. 7 


"BIIITE-STEEL” VVASHEHS 
See Catalog Supplement 21\V, Jan. 1, 1912 




PRINTED IN UNITED STATES OP AMERICA 













































































































K-l> TOOLIi 



IVo. 3aO VALVE SPRUNG COMPRESSOR 

FASTEST for GENERAL SHOP USE 

A strong, fast-operating Compressor which services nearly all motors 
on the road today, both L-head and valve-in-head. Ideal for the 
general shop. Will not Service Cadillac, LaSalle or Lincoln V-Motors. 


Rigid bar-steel construc¬ 
tion strongly braced and 
riveted. Two sets of jaws 
furnislied—No. 32 Offset and 
No. 35 Straight. Additional 
jaws also available—see be¬ 
low. All jaws are tempered- 
in-oil for dependable service. 
Overall size of Compressor 
1454" high X 1234" wide. 
Packed in individual cor¬ 
rugated carton, net weight 
8 pounds. 


With throat opening of 
10" X lOM" the K-D 380 will 
handle most all cars and 
many truck and small tractor 
motors. Adjustable jaws and 
adjustable plunger (see be¬ 
low) make it just about the 
most universal Compressor 
on the market today. It is 
safe and fast for one man 
operation. 




Operation 


First —adjust the jaws to fit the valve spring by 
turning the wing screw. Jaws or arm may be sprung in 
compressing the spring if this is not done carefully. 

Sscond —hold the Compressor as shown 2, release 
the Ratchet Lock and turn the Hand Wheel until 
the Plunger Bar is raised as high as it will go. 

Third —place the Compressor on motor with the 
Operating Handle doton and raise the first spring by 
turning the Hand Wheel. When the spring is raised 
the Ratchet Lock will be engaged and the depth ad¬ 
justment will automatically be set for all the rest of 
the springs, .\fter the keepers are out and you are 
ready to proceed to the next spring, raise the 
Operating Handle to remove the Compressor —do 
not disturb the Hand W'heel setting. 

Fourth —after the first spring, place the Compres¬ 
sor in position shown 4, with Operating Handle up. 
Push Handle down to raise spring. (In some few 
motors, where space is restricted and it is impossible 
to use the Handle, all springs can of course be raised 
by using the Hand Wheel.) 


No. 38 Extra High Offset Jaws, are not furnished as 
regular equipment but are available for use on the 380 Com¬ 
pressor on motors with low manifolds. 


No. 385 VALAE SPRING COMPRESSOR 


Services Chevrolet, “Master” and “Standard” 

Also Small British Motors 

\\'ell adapted to many motors if manifolds are removed. Heavy bar steel, 
with oil-tempered adjustable jaws. Plunger adjustable by screw for ditferent 
lengths springs. Safety over-center lock allows free use of both hands when 
spring is raised. Inside clearance, 454" * ^34". Net wt., 2 lbs., 12 oz. 
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\ No. 600 VALVE LIETEII 

For^practir^y all L-head motors, old and new. A strong, 
dependable Lifter for general shop use. 10" long, has adjustable 
oil-tempered jaws, parallel in action. Improved ratchet lock, 
release on lower handle for convenience on newer motors. Just 
right for Auburn, Graham, Hudson, Hupmobile, Lafayette, 

LaSalle (straight 8), \ash, Oldsrnobile, Packard, Pontiac, 

Studebaker, Willys. Net wt., 15 oz. 



No. OOO ••HI-IIFESET*’ VALVE .SPUING LIFTEIC 



For fast under-fender operation. Only 
long, allows plenty of working spac.’e and clear 
view. Just right for late models Chrysler, 
DeSoto, Dodge, Plymouth, Oldsrnobile, Pack¬ 
ard, Hudson, Terraplane, Studebaker, Dodg(> 
truck, etc. . . . wi/h manifolds on! 

Auxiliary jaws swing into po.sition (illustralion.s at 
right) for motors ha\ ing unusual tappet-to-spring clear¬ 
ance such as Chrysler C-7, DeSoto S-1, Dodge truck 
and others. Provides total parallel lift of 3'. Oil-tem¬ 
pered, adjustal)le jaws, hardemed safety ratchid lock, 
thumb release. Net wt., 1 Ih. 




No. 605 VALVE KEEPEIK INSEKTEK 

An easy loading, fast operating keeper Inserter that will handle nearly all types 
of split keepers, small or large. It is made of light weight sheet steel, is light and easy 
to handle and supports itself on the valve stem, freeing both hands to work the lifter. 
Has sturdy, correctly tempered springs. An ideal Inserter for use with K-D 600 and 
K-D ,180. 7" long, net weight, 4 ounces. 



Illustration at left shows sim¬ 
plicity of loading keepers into 
60.3. Pressure on thumb pad 
opens jaw and strong spring 
holds keeper when thumb pres¬ 
sure is removed. Illustration at 
right shows keepers being placed 
in position on valve stem with 
60.5. 



No. 610 VALVE KEEPEIC IIECEIVEIK 

Fits around tappet and prevents keepers falling into crankcase when 
spring is raised. Extra safety feature —high guard walls telescope when handles 
are compressed, open again when 610 is around tappet. Ideal for use with 
K-D 600. 4" long, net wt., 2 oz. 
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iVo. a^O HEAVY IHJTV 
VALVE SPRIACii €OMPHE.Sl!!(Olt 

With inside clearance IV x 14", the 320 is big enougli, sturdy enough 
to service many truck and bus motors and some tractor motors. Auto¬ 
matic ratchet lock engages in 8 positions, allows free use of both hands 
when spring is raised. Heavy bar steel, rigidly reinforced. One pair 35 
straight Jaws and one pair 32 Offset Jaws furnished. (38 EiXTRA High 
Offset Jaws can be used but are not furnished—see page 2.) Net wt 
10 lbs., 6 oz. ’’ 

W iH Noy Service Cadillac, LaSalle, or Lincoln V-Motors. 

^ O i ^ 


Aik aoo and 400 VALVE SPKIAU LIFTERS 

for I^-head motors 

This is the original K-D Lifter and is still very 
popular. It is 11' long, has safety ratchet lock and 
interchangeable jaws. No. 300 has 6 jaws, as 
shown and weighs 1 lb., 11 oz. net. No. 400 has 
four jaws and weighs 1 lb. 6 oz. net. When ordering 
extra jaws, please use correct letters, as shown. 




Ao. a 40 VALVE SPRIAlii LIFTER 


A good value at a low price. Strong and durable. Automatic lock¬ 
ing device. Does not possess parallel jaw feature. Net wt., 12 oz. 



Ao. 20 RATCHET WREACH SET 

For ignition, carburetor, dash and all hard-to-get-at places. 



The four most popular automotive sizes, , Yxs, 
Yi and openings, put up in a pocket-size fabric 
roll. Double end screwdriver bit to fit wrench 
included. ^ 

Each wrench is a complete unit, with no heads to 
change. Ratchet teeth are close to permit short stroke. 
Ratchet reversible. Screw or nut held in place’ for 
"upside-down” work, as in boxsocket. Correctly 
tempered heads and ratchets. Sizes range from 3" to 
414 " long. Net wt. set, 12 oz. No. 21—%", No. 22— 
Me t No. 23 I/ 2 ", No. 24—No. 26 Screw¬ 
driver Bit. f/ 



Illustration left shows screw being started with finger on 
ratchet teeth which extend beyond housing for the pur¬ 
pose. Illustration right shows offset screwdriver hit in one 
of many applications. 
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(GiV 

14 ACTUAL SIZE 


k-D Pliers are carefully designed, well made litt le tools— not toys in any sense 
of the word —and are adapted to hundreds of uses by many classes of trade. Four 
distinct types of jaws, as shown one-half size at left: No. 6 Standard with slip 
joint; No. 7 Parrot with slip joint; No. 8 Needle; and No. 9 Flat. Forged from 
special alloy steel, jaws milled, handles knurled, tempered to correct hardness. 
Each 414" long. Individually boxed or in kits shown below. Net wt., 1 oz. eaeh. 


lO PLIEIIS SET 

All four shapes of K-D Pliers packed in a 
convenient non-spill metal carrying case. The 
set meets the requirements of Auto Mechanics, 
Hlectricians, Watchmakers, Dentists, Opti¬ 
cians, Modelmakers, Patternmakers, Hobby¬ 
ists and Housewives. Jaws milled, handles 
knurled. Each Pliers 4%" long. Net weight 
of Set, 8 oz 

/\aq. ^ 


■ - r^7 V 



14-0 MANUFACTUN.IM6 CO. UrtCASn»,F 


7 N96 

f ST&NDiRD j 
TYPE A 








^ f Xo. I OK PLIERS KIT 

Same as No. 10 Pliers Set except that Kit is packed in a fabric roll. 
\\ ben folded for the pocket, roll measures only 3" x 4^" x thick. Net 
weight 6 oz. 

Case can be imprinted with your trademark, firm name or advertising message. 


Xo. 511 TOOL KIT 


A 



Any two K-D Pliers (No. 6 and 8 unless otherwise specified) and the three- 
in-one Screwdriver. Case navy blue grained fabric, well made. Ideal as prize, 
premium or good will gift. 3-color counter display furnished with initial order 
for 6. Net wt., 5 oz. 

Case can be imprinted with trademark, firm name, individuaVs name or advertising message. 


425 LAMP BULB PLIERS 

1 he right tool for removing and installing all types of lamp bulbs. 
Jaws milled with sharp teeth and templet fitted to exact diameter of 
bulb base to insure even, non-slip grip on base of bulb and prevent 
danger of cracking glass. Tempered. 7^' long, offset jaws to prevent 
scratched reflectors. Net wt., 4 oz. 


^ No. 4^ LAMP BI LB KLBVE 

PllKble Rubber Cup, ribbed inside, grips glass of bulb and makes 
removal and installation of lamp bulbs safe and easy. Small size and 
low price makes 444 a MOTORISTS’ ITEM. Packed three ways: 
1st, in bulk. 2nd, individually carded. (Net wt. 2 oz.) 3rd. on counter 
display of 21. (Net wt. 2 lbs.) 
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\ AI.VE <;iJIDE IMTEI.ER SET 

for Forfl V»5, Mrr«*iirv, IJii€‘«»lii-Zr|»liyr, Ford 4 ryl. & Trairfiir 

yo. »2<» >iET 


riiese Sets apply tlie only correct mechanical principle to this difficult job of removing 
Frozen guides from Ford-built motors, 1934 and later. They get right over the point of resistance 
and pull straight up . . . removing assemblies without damage or delay, no matter how tightly they 
are stuck! Correctly designed and strongly made of drop-forged and tool steel. Quick and easy to 
operate. Save their cost over and over ... often on first job. Complete Valve Service Bulletin show¬ 
ing procedure, tolerances, clearances, furnished FREE with each Set. 

Set consists of one 917 Valve Retainer Driver, one 918 Valve Guide Puller, 
one set of 16, No. 922 Valve Guide Retainers and a revised edition of the 
K-D Valve Service Bulletin. Steel jaw plate on Puller is replaceable. 

OPEK ATIO]^ 

Place Driver as shown Fig. 1 with hook end engaged in 
hole in retainer. Allow spring retainer (lower one) to re¬ 
main in place. Strike handle of Driv'er squarely and firmly 
but not too hard. Continue driving until retainer is re- 
mov'ed. Retainer rests in a counterbore in block and must 
be *'forged*’ out slowly. If guides are stuck tight, damage 
to guides may result if first few hammer blows are too hard. 

(There is a vent hole through LINCOLN-ZEPHYR re¬ 
tainers and to avoid tearing, these retainers must be handled with even more care 
than those in other Ford motors.) While this method will probably damage retainers, 
the time saved will more than pay the small cost of new retainers. 

After retainers are removed place Puller in position shown Fig. 2. Hardened steel jaw plate l)etween coils of spring, 
under guides, pressure cup on block casting, around valve head. When screw handle is turned, jaw plate bears on 
Ixjttom of guides and assembly is pulled straight up and out, no matter how tight. Cup has sufficient internal clearance 
to allow valve head to rise inside as assembly comes n^^Hardened Steel Jaw Plate can be replaced if damaged or broken. 
Shipped with rivets. Easy to install. See price list. 920 Set, net wt., 7 lb., 6 oz.; 917 Driver, 1 lb., 6 oz.; 918 Puller, 6 lb. 


AIIAPTIHI Vim «20 SET TO SEKVICE FOIIII O €YL. 

In t oi d 6 cyl. motors the intake valves are larger than the exhaust and will not rise inside the cup 
of the 918 Puller. The No. 923 Adaptor is made for these valves and must be used on the Puller to 
service ford 6 cyl. motors. Adaptor is rtoi included with the 920 Set. Must be ordered separately. Net 
weight 5 oz. 



No. 923 



Fig. 2 



Fig. 1 




Note: Handle 
is short enough 
to service Ford 
4 and 6 cyl. 
motors and has 
rod extension 
(shown in use) 
for extra lever¬ 
age on stiff 
springs. 


VALVE A.S^iEAlBLY KEPLA4TA4^ T4KIL 

For Lincoln-Zephyr^ Ford 4 cy/,, Ford 6 
cy/., Ford Tractor, Forii V-85 an<i Mercury, 

Designed for Lincoln-Zephyr, will also replace assemblies in Mercury and Ford 
\ -8-85, Ford 4, Ford 6, and Tractor , . . but not Ford V-8-60. A strong dependable 
tool of channel and tool steel construction but positively must not be used in an attempt 
to remove ^frozen* guides! See 920 Set, above, for this purpose. 

\\ ith end of tool engaged on one of the head studs and jaw between coils of spring, 
engaged on flange of guides, a downward pressure on the handle pulls assembly down, 
IM'rrnitting installation of guide retainers. 2r overall length, net wt., 3 lbs. 

(iuaraiitf'e voidetl if used in attempt to remove ^'Frozen” Guides! 
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Xo. aiiO VALVE Lit IDE PL LLEII $>»ET t»r EOlID V-»-00 II. P 


This Set is the same in mechanical principles as the 920 on 
pa^e 6. It is smaller throughout to fit the 60 H. P, F'ord V-8. It 
consists of one 861 Valve Gui<le Driver, one 862 Valve Guide 
Puller and a revised copy of the K-I) Valve Service Hulletiii. 


RAR TYPE LIFTERS FOR FORD MOTORS 


So» 240 services all models Ford V-8-85 and 
—-U ^ Mercury. Is not to be used in attempt to pry out 

-1 j- ) "Frozen” guides. Guarantee void if so used. See 920 

Set, page 6, for this piupose. Large jaw with spring 
locking device is for 1932 and 1933 models only, small Jaw for Ford \ -8-85 models after 1931 
and Mercury. Breaks in middle to form spring compressor, shown at right. Uecommended for 
use with 920 .set on Ford V-85 and Mercury. Heavy channel steel, tempered. Net wt., 2 lbs., 
6 oz. Valve Service Bulletin showing procedure, clearances, tolerances, tune-up data furnished 


Mo. 260 for Ford V-8-60 only. Strong channel steel, hardened, hut not to 
he used on "Frozen” Guides. Especially recommended for use with 860 Set 
(above) but not in place of it. Net wt., 1 lb., 1 oz. 


Accurately machined, hingt^d, one piece bushings, sizes for alt Ford-built motors. Valve installed 
as shown in cut. Used when grinding valves, also in place of guides when estahlishing stem-to- 
tappet clearance. Jumper spring attached. 

No. 1118, Body diameter 1.029", for Ford V-85, 

Mercury, Lincoln-Zephyr, Tractor, Ford 6 cyl. 
and Ford 4 cyl. Net weight, 4 oz. 


No. 511, Body diameter .591", for Ford A and B 
Net weight 3 oz. 


No. 1260, Body diameter .8105", for British Ford 
8 H. P, Net weight 3 oz. 


No. 1160, Body diameter .8505", for Ford V-60 only. 
Net weight 3 oz. 


For hand grinding valves in Ford-built motors—A, B, 4 cyl., 6 cyl., V-8 and V-H. Coil 
spring keeps metal retaining ring in position over valve head and prevents cup from slipping 
off center while grinding. Flange keeps hands from sliding down handle. Cups replaceable. 
^ No. 503, Cup diameter 1%". Net weight 4 oz. C 


^ No. 865, Cup diameter IVie*' (Ford V-8-60). Net weight, 3 oz. 


No. 505 Dual Grinder with cups and can be used on many valve sizes. Live 
rubber suction cups, but no metal retaining ring like 503 above. Cups replaceable. Net 
weight 3 oz. O, 


No. 506 Grinder is a popular low-priced tool for Ford-built an<I 
suction cup. 1 diameter. Cup replaceable. Net weight 2 oz. 


Ives. Live rubber 


No. 506 BF Grinder, like 506 but 
.American motors. 


with %" diameter cup. For British Ford and many small 


11 hen orderiiifi re/ilacenieni enp.s- for (iny of Hie K-D I (lenntn 
I (lire (irinders. he sure lo sperify riip diunieler recpiired. 


No. 504 Adaptor for use with mechanical grinder on Ford and other unslutted valves. Live rubber suction <’up and 
etal retaining ring to keep cup from slipping off center while grinding. Cup diameter Net weight 4 oz. 


Plain live rubber cup adaptor for use with mechai 
10 is 1^* in diameter, weighs H <>*• 


nical grinders. 


fo. 507 is IH* in diameter, weighs oz. No. 




















TTrar: 



VALVK IpI'IIIK llltlVKII^i FOII FOIIH ^KITOIIJ^ 

\^l made, drop-forffed tools, correctly designed to drive "frozen” Ford Valve Guides. 
^ N o. 502 Driver is for Ford Models A and B and is long enough to drive guides completely outoftheb 
^ NeVwellhlVo^** and is long enough to drive guides completely 


only and is designed to drive guides down onh far enough to permit the removal of 
the guide retainer. It will not drive guides completely out of the bores. Net weight 11 oz. 

til rim" Lin^'n-Zephyr and drive guides dotvn only far enough to peTini^ 

the removal of the guide retainers. Net weight 11 OZ. A 

Ih. No. can not t>e used on late motors, wiitt the new t^vpe tieary valve spriwj. - ~- 

l)ecause the sprimjs will nol rise high enough lo allow insertion. Use No. !>I7 Ihiae if 


1 he most efficient tool for removing and replacing these valve 
springs. Parallel jaw action. "Walks” springs right in or out, as 
shown in illustration at right. Sturdy. Dependable. Net wt., 12 oz. 


FIX TOOLiS FOK FOKII RIOTOUS 

Necessary tools for installing and removing wrist pins in Ford motors 


. - - -using center split ring pm lock. Tapered end 

expands split ring in rod, allowing easy insertion of pin. Tools threaded in center for removal after pin is installed 
Alloy steel, hardened and ground to accurate fit. 

. __No. 560 Pin Tooi, Ford A and B, net weight 2 ibs. 


No. 518 Pin Tooi, Ford V-8-85, Mercury, Lincoin-Zephyr and 
spilt ring center lock only. Not for V-8-60. Net weight 13 oz. 


.\'o. 77 FAN BELT FLIPPEK 

For quick, easy removal and installation of V-type fan belts without 
the necessity of disturbing pulley settings. An especially good tool for 
Ford A, Ford B, Ford V-8-85, Mercury and Lincoin-Zephyr. Straight 
end removes, as shown in illustration 1. Hooked end installs, as shown 
in illustration 2. Carefully formed and milled from half-round steel. 
Net weight, 7 oz. 


K-n HAAIMEK-TYPE WHEEE PIJIXEHS 


These Pullers provide a quick and convenient method for jarring 
wheel hubs loose without damage to axles. The threads are guaranteed 
not to strip. Pullers specially heat treated for hard service. Made in two 
•styles, short and extra long, in the complete range of thread sizes. 

Short Type 

Axle Size .Nd Wt. 


Extra 

Long 


Extra Long 
Type, Net Wt 
14 oz. 

1 lb. 0 oz. 

1 lb. 0 oz. 

1 lb. 0 oz. 

1 lb. 4 oz. 

1 lb. 4 oz. 

1 lb. 4 oz. 

2 lb. 0 oz. 

2 lb. 5 oz. 

2 lb. 4 oz. 

2 lb. 10 oz. 

2 lb. 10 oz. 

3 lb. 4 oz. 

3 lb. 6 oz. 


Five popular sizes in metal box 
with compartment for cotters. Sizes 
H" X 18, X le. %*’ X 14. 1* X 14 and 

1 U’* w la oil okv.-F 


BI^OO WHEEL PI LLEHN 
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Xo. 115 IGNITION POIXT 
ALIGNING TOGL 

Aligns both stationary and movable breaker 
arm eontaet points in all types of distributors. 

The K-D Ignition Point Aligning Tool is (he result of long and 
careful study by ignition experts and is carefully forged and ma¬ 
chined to handle all kinds of points in all kinds of distributors. 
The small square illustrations show each of the three arms of the 
tool in use on the type point it is made to service—at left on high¬ 
speed type breaker arm, upper right on channel-type breaker arm 
and lower right on stationary point mounting. No. 115 is correctly 
tempered for complete satisfaction and long service. Net weight 5 oz. 


-J- 


Xo. 125 I4..MTIOX FOIXT KEFAC ER ' 

•■■ in- •' 

Here’s a tool that refaces points and does it right in the distributors. (Ford excepted.) 
There are 4 genuine stone abrasive wheels furnished in the handle magazine, two diam¬ 
eter, two 1' diameter. In refacing, the wheel is held britween the points, as shown at left, 
by engaging the hole of the spring arm on the stationary point. The 
wheel is held parallel by the spring pressure of the breaker arm and 
therefore the points are dressed parallel. The handle can l>e u.sed on 
either side of the extended driving shaft, depending upon operation 
conditions. Speae wheels available—see listing below. 



SIOIOMRY 

POmT ARM 


The 125 is an ideal companion tool to the 115 Aligning Tool 
above. After aligning the points, a few turns with the Refacer will 
assure a square, polished job. Net weight 7 oz. 



ABK.4SIVE 4VHEELN FOII Ao. 125 IIEFAI'EK 

\ Packed only in sets of 6, as listed 

Genuine l)onded-in-rubber abrasive wheels, made especially for use in the K-D Refacers. 


AtOO Set, three dia., three 1 
TilOO Set, six dia. 


' dia. 


ClOO Set, six 1* dia. 

I>100 Set, six dia. (Packard size) 



Ready to install 
piston ringt 


Ao. 1175 Pl.STOA RIA4;ER 

•A handy, pocket-size tool which removes and installs all makes, 
types and sizes of piston rings up to 4' diameter. Light but strongly 
built, with correctly tempered springs. Net weight, 3 oz. 

To remove rings—The Ringer is placed on the ring with the 
spreaders in the ring opening, as shown at the right. When the handles 
are compressed the ring will be expanded and can be removed top or 
bottom from the piston. 

To install rings—The gripping jaws of the Ringer are opened as 
shown at the left and the ring is placed in the jaws, against the pins 
with the spreaders in the ring opening. When the handles arc com- 
pre.ssed the ring will b«^ expanded and can be installed. 



Ready to remove a piston 
ring. 



Ao. 870 PISTOA RIA4i FILER 

A portable rotary Filer for sizing any make, any type, any size of piston ring 
and doing it with machine shop precision. Filer holds to head stud or work 
bench. The ring is held against the calibrated gage-plate as shown in the illus¬ 
tration. When the crank is turned, both ends of the ring are filed at the same 
time, human error is eliminated and you’re sure of a parallel workmanlike job. 
Six inch continuous cutting stroke. Saw teeth on edge of cutter can be used as 
rotary hack saw for slotting piston skirts, etc. Cutter milled to maximum 
sharpness and correctly tempered. Easily replaced. Net weight 2 lb., 12 oz. 


Ao. 872 I ITTER FILE 


For use on 870, above. Select tool steel, correctly tempered for long service. Net wt., 1 oz. 
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:\o. AlltirSTABLK: FIIA>fE HACK SAW 

Solid steel frame accommodates 3', 6", 8", 10" and 12" 
blades. Quick, easy changeover—see illustration left. With 
3" blade in frame, obstructions easily spanned. Pistol grip, 

.steel. One 3' and one 12" blade furnished. Ideal for Auto¬ 
mobile Mechanics, Engineers, Plumbers, Eleclricians, Car¬ 
penters. etc. Net wt., 1 lb., 10 oz, 

K-D HACK SAW BL.ADES—The finest quality biades for use In No, 99 Frame. No. 13—3' Blades. 
t4 8* Blades. No. 15—12* Blades. No. 16—10* Blades. Sold by the dozen.see Price List. 


Xo. 11 KPKIXIp stkkl fka.me 

Indispensable for small cutting on a variety of materials. Smooth cutting, 6' blade, 
32 teeth to the inch, 9^" overall, round spring steel, Net wt,, 3 oz. ea. 

No. 17 BLADES for No. 11 Saw Frame. Sold by the dozen. See Price List. 





Xo. :i»0 VAI.VE NI*IIIX4e 

For Chevrolet 4 and "Standard” 
6 only—will not service "Master.” 

Heavy gage steel. 

^ .'^utomatic over-center lock. Inside 

•> clearance 5" x 6". Net wt., 1 lb., 6 oz. 

- No. 395 COMPRESSOR, similar to 390, 

L but of slightly different size, to fit 

8 British Ford 8 H. P. and Morris 

tl Minor Motors. Net wt., 1 lb., 6 oz. 

(COMPRESSOR, similar to 390, 
but of slightly different size, to fit 
British Austin 7 H. P. motor. Net 
wt., 1 lb., 7 oz. 


F4»lll» A H lUK IIE^IOVKItN 


No. .501 made from heavy channel steel 
w^ith malleable iron driving head. Head 
raises to accommodate valve head, as 
shown, drops when driving, protecting 
valve and guide. Net wt., 12 oz. 

No. 500 REMOVER, similar to 501, but without 
malleable iron driving head. Seam welded 
and chamfered to permit application to 
valve head. Net weight, 7 oz. 



' X«t. KAIC TYPE EIFTEK 

For Ford \-8-85 and Mercury, ail models since 1932. 
IVot to be used for prying out '’Frozen' Guides. Large jaw 
for ’32 and ’33 Models, small jaw with fulcrum for 
later, flverall 2.5". (lood value at low price. Not subject 
to return or replacement. Net wt., 1 lb., 6 oz. 


.x«. :i f.-; VxVEVE eiftek 

For Ford "A” and "B” only. 

Strongly built of channel stex-l. An 
exceptional value but does not have 
parallel jaw action. Overall 10". ' 

Net wt., 11 oz. 


Xo. :iO;i VALVE lifter 

For Ford "T” and early 

Terraplane, E.ssex, Hudson,_ j ' 

overall 6". Parallel jaw action. ' 

Automatic lock. Net wt., 8 oz. 



Xo. I4M> R^XTTIRX PRIXT lEEFAI'ER 


\ good low-pric<?d tool but not as near < 
universal as No. 125 on page 9. Direct ij 
drive, one %“ and one 1" wheel furnished, j 
Net weight 8 oz. [ 


AHIIAKIVE 1VHEELX FRII KEFAI'EKS 

Genuine bonded-in-rubber abrasive wheels, made 
especially for use in the K-D Refacers by a nationally 
known abrasive house. Packed only in sets of 6, as 
listed. 

" AlOO Set, three * Vis" dia. three 1* 

BIOO .Set, sli ii/is'dla 
I • ClOO Set, six 1" 

DlOO Set, six Va** Packard size. 


X«. «U."i VALVE NPKIX'lii IIRI.REK NET 

Sfeven holders and Bench vise 
attachment for compressing. VkW’S P1> 

Holds all sizes springs. Hardened 
steel, guaranteed against break- _ 

age. Size 0, 1^", size 1, IJ^'; 4 ..., 

size 2, 1^'; size 3, 1%"; size 4, flT 

2L)j"; size 5, 2^"; size 6, 25/g'. 

(Sizes are compressed height of springs.) 


Xo. :u» 4 'OMPHENNOR 

Fhr Olds, Pontiac 1934, 

Buicli, Nash, Chevrolet and ^ ^ ^ 

Ford V-8, 1932 and 1933. 

Parallel jaw action. Locks in any position. Heavy 
channel steel. Net wt., 1 lb., 5 oz. 
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^o. '^MASTER” DRUM STUD Rl\ ETIACii SET 


Easy one man op«!ra- 
lion, as shown. Base 
weighs 33 pounds. 
Sturdy, square o[M-ra- 
tioii. 



For Ford built cars 
and trucks as shown. 
Additional dies avail¬ 
able for other makes, 
as show n Ixdow. 



This Set Consists of ... 1. Base ... 2. Centering Cones with lock ... 3. Hardened Anvil . . . 
4. One 570 R-D, V4' Die for Ford cars ... 5. One 575 R-D, 3/i' Die for Ford AA and BB trucks 
and ... 6. Tubing for knocking out old studs. 


Here’s the K-D heavy duty outfit for Brake and Wheel stations. Easy, one man operation on the IkticIi, on the 
lloor or in the arlior press. Dies and anvil tempered. Complete ojMiration instructions. .\et weight Set tb lbs. 


ltlVKTIx\<^ UIEK 

No. 56.5RI), for Stud (Net wt., 2 lbs., 5 oz.) 

.No. 567RI), for %" Stud (Net wt., 2 lbs., 4 oz.) 

No. 570RI), for Stud (Net wt., 2 lbs., 5 oz.) 

No. 575RU, for Stud (Net wt., 2 lbs., 2 oz.) 



NOTK: When ordering any of this 
equipment please use the correct K-I) 
type number and letter to avoid 
confusion. 


.SPKtIAL AXVIL FOK .->aO SKT TO SKRVII'E CTIKVKOLFT STI OS 

The studs used in ChevTolet cars and trucks (and •Stj") have oval heads and require a special anvil when using 
the No. 580 Set above. This Chevrolet .\nvil is part No. 585 and is not furnished with the 580 Set. It must lx; ordered 
separately, by number. Net weight 3 lbs., 11 oz. 





SPECIAL RlVETlACi DIE SETS 


Designed for shops with average amount of wheel work. Dies and Anvil tem¬ 
pered and Rockwell tested. Complete instructions furnished. 

No. S565 Set, for Chevrolet and Pontiac, Stud. Consists 565BD Die, Base and 
Anvil. Net wt., 7 lbs. 

No. S567 Set, for Chevrolet truck, %" Stud. Consists 567RD Die, Ba.se and Anvil. 
Net wt., 6 lbs., 14 oz. 

No. S570 Set, for Ford-built cars, ]/i Stud. Consists 570HD Die, Tubing Base and 
Anvil. Net wt., 9 lbs., 6 oz. 

No. S575 Set, for Ford AA and BB Truck, Stud. Consists 575RD Die, Tubing, 
Base and Anvil. Net wt., 9 lbs., 14 oz. 




r»10 WHKKLPI LLKK 

Ford A, A.\, B, BB, V .Motors 1932-3-4-6-7-8-9. (Will not service 1935 or 1940-1-2 
Fords.) Compact, one-piece, heavy duty. Straight, steady pull. 2 hardened steel 
thrust nuts furnished x 18, Ji" x 14. Net weight, 8 lbs., 10 oz. 



Ao. 720 KIAf.i PIA PI LLEIt SKT 

705 King Pin Freeing Wrench and 718 Extractor. For all Ford cars and trucks to date 
except those with tubular axles. Heavy duty, fast and easy to operate without damage to 
any part. Wrench used to free pin, length of pipe may be added to handle. Extractor screw 
with swivel pilot turned up forces pin out. Complete insirm tions. Net wt., 22 lbs. 
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K-D TOOL DISPLAY!^ 

It is a well-established fact that "Showing Tools Sells Tools.” To make displaying K-D Tools 
easier we produce attractive, durable Display Boards for our Jobbers. The sizes and styles of 
these Boards are as varied as the Jobbers’ stores themselves. In fact, there is no one "standard” 
K-D Tool Display. Each board is made on special order and is designed to hll the requirements 
of the Jobber who is going to use it. 

THE BOARD 

can be either patented hardboard (recommended for small sizes) or 54", .S-ply Fir. It can have 
square edges or a Yi cove molding. It can have square corners or the top can lx; shaped as shown 
l;elow. It can be cut to any shape or size desired, but should not contain an area over 15 square 
feet. A few suggested shapes are shown below in outline. 

THE TOOL HAAOEHS 

can be long enough to hold several tools or can be shorter to hold only one. All hangers are con¬ 
veniently arranged to permit the easy removal of tools for quick sale. Outline of tool and type 
number are stencilled on Ixjard to facilitate replacement. 

THE EOEOR 

can also be made to suit the application. The regular K-D color is lustrous deep orange and is 
furnished unless otherwise specified. Any other color will be used if specified on order and sample 
submitted. Trim color (outlines, type numbers, etc.) in contrast, usually white. 



This shows a typical installation, in a Chicago Jobber’s 
store, over an aisle, out of the way and yet always on display. 


If you are interested, all you need to do is ask your K-D Tool Salesman or write directly to the 
factory. We’ll get right to work on your Display and the Board itself won’t cost you one cent! 
We ask you to pay for only the stock order of K-D Tools that goes on it. And remember . . . 
"Merchandise well displayed sells itself.” 



These shapes are only suggested shapes . . . sizes 
are not limited. (Area should not be over 15 sq. ft.) 
Any size . . . any shape . . . any color ... to suit 
your store. 


This general shape 
which may be 24' to 
36' by 36" to 72" is 
suitable for end of 
shelves, end of bins, 
and the like. 



This general shape 
may be used on end 
of counter, window 
background, for wall 
mounting, and the 
like . . . and may be 
24' to 48" wide by 
30" to 60" high. 



A This general shape is well 
.suited to location over shelves, 
over bins, over aisles, walls 
and the like. It can be 24' 
to 30' high by 60' to 96’ 
wide. 
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